
DECLARATION ОF PERFORMANCE

Noý

l Unique product-type identification code:

prestressing steel - strand-prEN 1 0 138-3-Yl8бOS7-15,7-Rl-Fl-С 1

2 Туре, batch оr serial пumЬеr оr any other element allowing identification of the construction product:

see strand label

3 Technical specification applicable to the construction product:

рrЕN 10138-1:2009, рrЕN 10138-3:2009

4 Intended use оr uses of the construction product, in ассоrdапсе with the applicable technical specification,
as foreseen Ьу the manufacturer:

fоr the prestressing of сопсrеtе

5 Name оr registered trade name of the mапufасturеr оr registered trade mark, manufacturer's contact address,
and factory address:
РRrVАТЕ JOINT STOCK СОМРАNY (6TALKANAT)>,
16, Vоdорrочidпа Str. Odesa,65007, Ukraine
Tel. +38(048) 7776734 Fах +38 (0482) 34-50-83 E-mail: 9tk@ý'Jзlkзцat.cqm.u,fl,
www. stalkanat.com.ua

Manufacturer:
PRrVATE JOINT STOCK COMPANY <STALKANAT),
52А Vарпуапа Str. Odesa, б5006, Ukraine
Tel. +38(048) 7776734 F'ах +38 (0482) 34-50-83 E-mail: otk@stalkanat.com.ua,
www. stalkanat.com.ua

6 Whеrе applicable, name and address of representative authorised as required under дrtiсlе l8(15) of the
Law of the Republic of Lithuania оп Construction

7 System оr systems of assessment and verification of constancy of реrfоrmапсе of the construction product
as set out in Сhарtеr V of this Regulation:
1+

8 Name of certification body:

Рrоiluсt certification body Y| Staфbos produkcijos sertifikavimo centras (SPSC) performed the
assessment of the рrоduсt фре оп the basis of фре testing, the initial inspection of th" manufacturing
plant and of factory production control, thO continuous sцrчеill"о"", u.rb.rment апd evaluation of
factory рrоduсtiоп control and the audit testing of samples taken before placing the product оп the
market uпdеr system 1+ and issued the certificate of constancy of реrfоrЙапсе гто. SЪSс_9б95,
2024_08-09



Essential characteristic реrfоrmапсе Technical
specificationý

Tensile strength, МРа 18б0

FрrЕN 10138-1:2009
FрrЕN 10138-3:2009

characteristic чаlче of mахimчm
force l7r, kN 279

Characteristic чаIuе of 0,1 Уо proof
force Epo,r , kN 246

Elongation at maximum force Дgt оО/о ) 3,5

Relaxation at 1000 ho for initial fоrсе corresponding to
70 О/о Fлч, %о and class

<2r5
R1

Diameter d,mm
(nominal value) 15,7

Cross-sectional аrеа ,Sn , пп"
(nominal value) l50,0

Mass реr metre, g/m 1172+2 о/о

Fatigueo пumЬеr of stress cycles and class 2хlOб
F1

Modulus of elasticiф.E, GPa
(design value) 195

Deflected tensile strength,
D-valueo Уо

<28

Durabiliý, class с1

9 Declared реrfоппапсе

10 The регfоrmапсе of the рrоduсt identified in points 1 and 2 is in сопfоrtпitу with tlre регfоrmапсе c|eclared
in point 9.

This declaration of реrfоrlпапсе is issued uпdег the sole responsibiIify of the mапufасturеr identified in
point 5.

Signed:
Lukyanenko GP,.Head of division of technical control

PJSC (STALKANAT), Odessa, 2024-08-09

(placc апеl dclte оr| ,rrr""'



EKSPLOATACINIU SАЧYВIU DEKLARACIJA
Noý

1 Unikalus produkto tipo identifikacinis kodas:
iý anlrsto itempiamas plienas - lynas-prEN 1 0 138_3-Y1 8бOS7_1 s,7_Rl-Fl_с 1

2 Tipo, partijos аr serijos numeris аr bet koks kitas elementas, pagal kuri galima identifikuoti staфbos
produkt4:

Йr. etiketg ant lyno

3 Statybos produktui taikoma tесhпiпё specifikacija:

рrЕN 10138-1:2009, рrЕN 10138-3:2009

4 Gamintojo numaýrta staфbos produkto naudojimo paskirtis аr paskirtys pagal taikom4 techning
spec_ifikacij4:

betono iýankstiniam itempimui
5 Gamintojo pavadinimas, registruotas komercinis pavadinimas arba registruotas рrеkёs Zenklas ir gamintojo
kontaktinis adresas, gamyklos adresas:
PJSC dTALKANAT>>, Vodoprovodnaya чl. 16,65007 Odesa, Ukrainao
Tel. +38(048) 7776734 П'aksas +3s (0482) 34_50_83 E-mail: otk@stalkan4t.com.чao
w\ryw. stalkanat.com.ua

Gamybos vieta:
PJSC (STALKANAT>>' Izvestkovaya uI.52Ao б5O0б Odesa, Ukraina,
Tel. +38(048) 7776734 Faksas +3s (0482) 34_50_83 E-mail: оtk@stаlkапаt.сош.ца,
www. stalkanat.com.ua

6 Kai taiýrtina, igaliotojo atstovo, kчriаm suteikti lgaliojimai nustaýrti Lietuvos Respublikos staýbos

|аТmо 
18 straipsnio 15 dalyje, pavadinimas ir аdrЪsаs-

7 Statybosprodukto eksploatacinir1 savybiц pastovumo vertinimo ir tikrinimo sistema ar sistemos, kaip
nustaфta ýio Reglamento V skyriuje:
1+

8 Sertifikavimo istaigos pavadinimas:

Produkto sertifikavim_o istaiga V| Staфbos produkcijos sertifikavimo centras (SPSC) atliko pradini
gamybos imопёs ir vidiпёs gamybos kопtrоlёs tikrinim4, lvertino staфbos produkto eksploaiacines'
savybes, atlieka tgsting vidiпёs gamybos kопtrоlёs рriейiПrq ir vertinimq bei mОgiпiц auditinius
bandymus ir iýdаvё Еksрlоаtасiпiц sачуЬiц pastovumo sertifikat4 tчr. Sirsc_qoЛs,2024_08_09



Еsmiпё charakteristika Еksрlоаtасiпё sачуЬё Тесhпiпё
specifikacija

Tempiamasis stipris, МРа 18б0

FрrЕN 10138-1:2009
FрrЕN 10138-3:2009

Сhаrаktеristiпё didйiausios jёgоs
чеrtё ,F., kN 279

Сhаrаktеristiпё 0,1 7о takumo jёgоs JГpo,r

чеrtё, kN 246

Procentinis bendras раilgёjimаs prie
didйiauýios jёgоs let, Уо

> 3,5

Relaksacija ро 1000 h, рriе рrаdiпёs
apkrovos atitinkanёios 70 7о Fл^, % ir Наsё

<2r5
R1

Skersmuo 4 mm
(чаrdiпё чеrtё) 15,7

SkerspjПvio plotas .ýn, mm'
(чаrdiпё чеrtё) 150,0

Metro mаsё, g/m ll72+2 о/о

Nuovargiso сiklц skаiёius ir Наsё 2х106
F,1

Таmрrчmо modulis Е, GPa
(рrоjеktiпё чеrtё) 195

Stiprio tempiant sчmайёjirпаs dёl
sulenHmo, D-чеrtё, %о

<28

Ilgaamйiýkumas, Наsё с1

9 Deklaruoj amos eksploatacinёs sачуЬёs

10 1 ir 2 puriktuose пurоdуtо produkto еksрlоаtасiпёs sачуЬёs atitinka 9 punkte deklaгuojaInas eksploatacines
savybes.

ýi eksploataciniц sаvуЬiц deklaracija iýduota tik 5 punkte nurodyto gamintojo atsakornybe.

Pasiraýyta:
Lukyalenko GP, Тесhпiпёs kопtrоlёs skyriaus virýinin

""""""""":,"
(аsпtеп,s, 1gctlioto 1lasiro,(yti dcklarocijq, vorcla.ч, рачаrdе, parai1os)

P:ISC (STALKANAT), Odesa, 2024-08-09

(iidayiпlo r'",o',| Un,r1


