DECLARATION OF PERFORMANCE

No 4

1 Unique product-type identification code:
prestressing steel - strand-prEN 10138-3-Y1860S87-12,5-I-R1-F1-C1

2 Type, batch or serial number or any other element allowing identification of the construction product:
see strand label

3 Technical specification applicable to the construction product:
prEN 10138-1:2009, prEN 10138-3:2009

4 Intended use or uses of the construction product, in accordance with the applicable technical specification,
as foreseen by the manufacturer:

for the prestressing of concrete

5 Name or registered trade name of the manufacturer or registered trade mark, manufacturer's contact address,
and factory address:

PJSC «STALKANAT», Vodoprovodnaya str. 16, 65007 Odessa, Ukraine,

Tel. +38(048) 7776734 Fax +38 (0482) 34-50-83 E-mail: otk@stalkanat.com.ua,

www, stalkanat.com.ua

Manufacturer:

PJSC «STALKANAT», Izvestkovaya str. 52A, Odessa, 65006, Ukraine,

Tel. +38(048) 7776734 Fax +38 (0482) 34-50-83 E-mail: otk@stalkanat.com.ua,
www, stalkanat.com.ua

6 Where applicable, name and address of representative authorised as required under Article 18(15) of the
Law of the Republic of Lithuania on Construction

7 System or systems of assessment and verification of constancy of performance of the construction product
as set out in Chapter V of this Regulation:

1+

8 Name of certification body:

Product certification body V] Statybos produkcijos sertifikavimo centras (SPSC) performed the
assessment of the product type on the basis of type testing, the initial inspection of the manufacturing
plant and of factory production control, the continuous surveillance, assessment and evaluation of
factory production control and the audit testing of samples taken before placing the product on the
market under system 1+ and issued the certificate of constancy of performance No. SPSC-9518,
2025-01-03



9 Declared performance

: S Technical
Essential characteristic Performance cenica
specifications
Tensile strength, MPa 1860
Characteristic value of maximum 173
force F. ,kN
Characteristic value of 0,1 % proof 152
fOl‘CB Fpo,l ) kN
Elongation at maximum force Ay, % >3.5
Relaxation at 1000 h, for initial force corresponding to <25
70 % Fua , % and class R1
Dlam.eter d, mm 12,5
(nominal value)
Cross-sectional area S, , mm? 93.0 FprEN 10138-1:2009

(nominal value)

Mass per metre, g/m

726,3£2 %

Surface geometry o,
pass
6
Fatigue, number of stress cycles and class 2;110
Modulus of elasticity £, GPa
: 195
(design value)
Deflected tensile strength, <28
D-value, %
Durability, class C1

FprEN 10138-3:2009

10 The performance of the product identified in points 1 and 2 is in conformity with the performance declared

in point 9.

This declaration of performance is issued under the sole responsibility of the manufacturer identified in

point 5.

Signed:

Lukyanenko GP, Head of division of technical control

(name, surname and position of the person authorised to sign the declaration)

PJSC «STALKANAT», Odessa, 2025-01-03

(place and date of issue)




EKSPLOATACINIU SAVYBIU DEKLARACIJA

No 4

I Unikalus produkto tipo identifikacinis kodas:

iS anksto jtempiamas plienas — lynas—prEN 10138-3-Y1860S7-12,5-1-R1-F1-C1

2 Tipo, partijos ar serijos numeris ar bet koks kitas elementas, pagal kurj galima identifikuoti statybos
produkta:

Zr. etikete ant lyno

3 Statybos produktui taikoma techniné specifikacija:
prEN 10138-1:2009, prEN 10138-3:2009

4 Gamintojo numatyta statybos produkto naudojimo paskirtis ar paskirtys pagal taikomg technine
specifikacija:
betono iSankstiniam jtempimui

5 Gamintojo pavadinimas, registruotas komercinis pavadinimas arba registruotas prekés Zenklas ir gamintojo
kontaktinis adresas, gamyklos adresas:

PJSC «STALKANAT, Vodoprovoednaya ul. 16, 65007 Odesa, Ukraina,

Tel. +38(048) 7776734 Faksas +38 (0482) 34-50-83 E-mail: otk@stalkanat.com.ua,

www. stalkanat.com.ua

Gamybos vieta:

PJSC «<STALKANATY, Izvestkovaya ul. 52A, 65006 Odesa, UKraina,

Tel. +38(048) 7776734 Faksas +38 (0482) 34-50-83 E-mail: otk@stalkanat.com.ua,
www. stalkanat.com.ua

6 Kai taikytina, jgaliotojo atstovo, kuriam suteikti igaliojimai nustatyti Lietuvos Respublikos statybos

Istatymo 18 straipsnio 15 dalyje, pavadinimas ir adresas

7 Statybos produkto eksploataciniy savybiy pastovumo vertinimo ir tikrinimo sistema ar sistemos, kaip
nustatyta Sio Reglamento V skyriuje:

1+

8 Sertifikavimo jstaigos pavadinimas:

Produkto sertifikavimo jstaiga V] Statybos produkcijos sertifikavimo centras (SPSC) atliko pradinj
gamybos jmonés ir vidinés gamybos kontrolés tikrinima, jvertino statybos produkto eksploatacines
savybes, atlieka testine vidinés gamybos kontrolés prieziirg ir vertinima bei méginiy auditinius
bandymus ir i§davé Eksploataciniy savybiy pastovumo sertifikata Nr. SPSC-9518, 2025-01-03.




9 Deklaruojamos eksploatacinés savybés

Esminé charakteristika

Eksploataciné savybé

Techniné
specifikacija

Tempiamasis stipris, MPa 1860
Charakteristiné didZiausios jégos 173
verté F,,, kN
Charakteristiné 0,1 % takumo jégos Fpo,1

; 152
verté, kN
Procentinis bendras pailgéjimas prie >33
didZiausios jégos Ay, % -7
Relaksacija po 1000 h, prie pradinés <25
apkrovos atitinkancios 70 % F., % ir klasé R1
Skersmuo ¢, mm 12.5
(vardiné verté) ’
Skerspjavio plotas S, , mm? 93,0

(vardiné verté)

Metro maseé, g/m

726,32 %

PavirSiaus geometrija

su ispaudais,

atitinka

1 6
Nuovargis, cikly skai¢ius ir klasé 2;,10
Tamprumo modulis £, GPa 195
(projektiné verté)
Stiprio tempiant sumazéjimas dél <128
sulenkimo, D-verté, % -
llgaamziSkumas, klasé C1

FprEN 10138-1:2009
FprEN 10138-3:2009

10 1 ir 2 punktuose nurodyto produkto eksploatacinés savybeés atitinka 9 punkte deklaruojamas eksploatacines

savybes.

Si eksploataciniy savybiy deklaracija i§duota tik 5 punkte nurodyto gamintojo atsakomybe.

Pasirasyta:

Lukyanenko GP, Techninés kontrolés skyriaus vir§ini

(asmens, jgalioto pasirasyti deklaracijq, vardas, pavarde, pareigos)

(iSdavimo vieta ir data)




